
Egyptian German Co. For 
Industrial Valves 



Why MAV Egypt 

 The Egyptian German Company for industrial valves ( MAV ) was 
established under the Egyptian investment law no. 8 of the year 
1998 for manufacturing and assembling industrial valves and 
accessories, in particular Globe valves, to cover the local and global 
market demand. 

 MAV Egypt is the only manufacturer of Globe Valves in Egypt, Africa 
and the Arab Countries 

 MAV Egypt implemented and maintains a Quality Management 
System which fulfills the requirements of the standard ISO 9001-
2008  

 MAV Egypt produces valves according to DIN, in different material : 
cast steel, cast iron and ductile cast iron.  

 MAV Egypt offers 1 year guarantee against manufacturing defects. 
 All the plant equipment ,Know how (moulds & drawings) are MAW-

Germany. MAW experts installed the equipment and provided 
practical training for 14 months to MAV‘s technical staff on the 
production.  

 MAV Egypt  currently Exports valves to the Saudi Arabia, Libya, 
Algeria and Sudan 



Who We Are 
 Our Mission; Engineering for our future    

 Our Goal; Customer Satisfaction    

 Our Main Products : Globe , Lift Check, Gate, Safety , angle & Blow Down Valves, Cast 
Iron & Cast Steel.  

 In addition to manufacturing of accessories (flanges) according to DIN, ASTM… etc 

Type Description PN DN 

G1030 Globe valves with stuffing box and hand 

wheel  

16 - 40 15 - 200 

G1064 Globe valves with bellows and safety 

stuffing box , with hand wheel (future 

plan) 

16 - 40 15 - 65 

G1230 Globe valves with stuffing box and 

actuator mounting flange as per DIN ISO 

4210 (future plan) 

16 - 40 15 - 65 

G3030 Lift check valves  16 - 40 15 - 200 

S7305 Strainers (future plan) 16 - 40 15 - 65 



Our Major Clients 
 Heatco Company  

 Baldwin Engineering  

 Electro-Mechanical House  

 EETCO-TIC  

 Jedco 

 Shootmet  

 Arab Tec  

 El Motaheda  

 El rayes for Marine  

 Ratomage  

 Emeco  

 Ansomat  

 Five be international 

 Elwady 

 Egypt Contred   
 

 Silla  

 Hagina  

 Maragal international  

 Elfath  

 Carmen  

 Segma  

 Oil company  

 Sugar Co.  

 Tanta Co  

 Kafr El Zayat Co.  

 Delta Co. 

 Abu Zaabal Co.  

 Egyptian Co.  

 Alexandria Co 



Our Products; Globe Valve 
Materials Specifications 

Cast steel PN 40  
Cast Iron PN 16  
DN 15 – 200  
Type / G 1030 

Item No.  Desciption Material  DIN 

1 Body (1) Cast Iron 0.6025 

Body (2) Ductile cast iron 0.7043 

Body (3) cast steel 1.0619 

2 Bonnet (1) Cast Iron 0.6025 

Bonnet (2) Ductile cast iron 0.7043 

Bonnet (3) cast steel 1.0619 

A  Seat Ring Stainless Steel 1.4021 

3 Plug Stainless Steel 1.4021 

4 Stem  Stainless Steel 1.4021 

6 Bonnet gasket  Pure graphite, 98% reinforced by Means 
of stainless-steel foil  

7 Gland packing  Pure graphite. 98%  

8 Stud bolt  Alloy Steel 1.7218 

9 Hexagon nut  Alloy Steel 1.1181 

10 Handwheel Cast Iron 0.6025 

11 Threaded Bushing Carbon Steel 1.0715 

Operating Temperature  
°C   

Pressure -  Temperature -  Rating  

GG-25  GGG 40.3  GS-C25N  
PN 16  PN 25  PN 40  

-10 16 25 40 

20 16 25 40 

100 16 25 40 

120 16 25 40 

150 15.1 24 37.7 

200 12.8 23 35 

250 11.2 21.8 32 

300 9.6 20 28 

350 ---  17.5 24 

400 ---  ---  21 



Our Products; Lift Check Valve 

Item No. Description Material DIN 

10 Body Cover 

Cast Iron 0.6025 

Ductile cast iron 0.7043 

cast steel 1.0619 

11 Lift check disc Stainless Steel 1.4021 

12 Return spring Stainless Steel 1.4021 

Cast steel PN 40 
Cast Iron PN 16  
DN 15 – 200 
Type / G 3030 

Materials Specifications 



Dimensions and Weights 

PN DN L H1 H2 H3 H4 H5 H6 H7 D1 

Flanged ends Weight (Kg)  

d2         

Bolts With Flanged ends 

  

Thread d3 

Type 
1030/
1230 

 Type 
1064 

Type 
3030  

Type 
7305  

 16 

15 130 205 7 175 215 6.5 80 80 125 95 65 16 45 2 4 M12 14 5 5.2 3.3 3.5 

20 150 205 7 175 215 6.5 80 80 125 105 75 18 58 2 4 M12 14 5.7 5.9 4.3 4.2 

25 160 205 7 175 215 6.5 80 80 125 115 85 18 68 2 4 M12 14 6.8 7 5 4.8 

32 180 235 10 200 250 8 90 85 160 140 100 18 78 2 4 M16 18 10.3 10.7 7.5 9.5 

40 200 260 16 225 275 8.5 120 115 160 150 110 18 122 3 4 M16 18 13.8 14.2 10.5 11.5 

50 230 260 21 225 275 10.5 120 130 160 165 125 20 102 3 4 M16 18 17 17.4 12.5 14.5 

65 290 315 30 250 340 16 135 155 200 185 145 18 122 3 4 M16 18 22 24.5 18.5 19.5 

80 310 350 32 280 375 17.5 150 175 250 200 160 20 133 3 8 M16 18 32 35.5 27 30.2 

100 350 375 33 300 430 25 170 200 250 220 180 20 158 3 8 M16 18 44.5 52 40 41.5 

125 400 450 42 360 525 29 180 255 315 250 210 22 184 3 8 M16 18 63.5 75 56 67 

150 480 465 65 400 580 35 200 285 315 285 240 22 212 3 8 M20 22 78.5 95 78 90 

200 600 530 70 460 650 46 250 370 400 340 295 24 268 3 12 M20 22 147 184 140 160 

40 

15 130 205 7 175 215 6.5 80 80 125 95 65 16 45 2 4 M12 14 5 5.2 3.3 3.5 

20 150 205 7 175 215 6.5 80 80 125 115 85 18 68 2 4 M12  14  5.7 5.9 4.3 4.2 

25 160 205 7 175 215 6.5 80 80 125 115 85 18 68 2 4 M12 14 6.8 7 5 4.8 

32 180 235 10 200 250 8 90 85 160 140 100 18 78 2 4 M16 18 10.3 10.7 7.5 9.5 

40 200 260 16 225 275 8.5 120 115 160 150 110 18 88 3 4 M16 18 13.8 14.2 10.5 11.5 

50 230 260 21 225 275 10.5 120 130 160 165 125 20 102 3 4 M16 18 17 17.4 12.5 14.5 

65  290 315 30 230 340 16 135 155  200  185  145  22  122  3 8 M16  18  23  24.5  19.5 20 

80 310 350 32 280 375 17.5 150 175 250 200 160 24 138 3 8 M16 18 34 35.5 28 30.5 

100 350 375 33 300 430 25 170 200 250 235 190 24 162 3 8 M20 22 48 52 40 42 

125 400 450 42 360 1) 1) 180 255 315 270 220 26 188 3 8 M24 26 69 1) 56 67.5 

150 480 465 65 400 1) 1) 200 285 315 300 250 28 218 3 8 M24 26 94 1) 78 91 

200 600 530 70 460 1) 1) 250 370 400 375 320 34 285 3 12 M27 30 165 1) 140 161 



Our Products; Gate Valve 
Economic cast iron, full bore gate valve with brass seats. Conforms to DIN3202 F4 with 
PN10/16 Flange Connections. Ideally suited for water. 

Size DN 40 DN 50 DN 65 DN 80 DN 100 DN 125 DN 150 DN 200 DN 250 DN 300 

A 140 150 170 180 190 200 210 230 250 270 

B 230 245 290 315 355 415 460 545 635 725 

Features & Benefits 

Specifications to DIN3202 F4 
Inside screw 
Non rising stem 
Cast brass seat 
Bolted bonnet 

Pressure & Temperature 

Pressure range Up to 16 Bar  
Temperature range -10 °C to 300 °C 

Materials Specifications 

Body Cast Iron GG25 

Wedge Cast Iron GG25 

Body Seat Ring Brass 

Stem Stainless Steel 

Bonnet Cast Iron GG25 

Handwheel Cast Iron GG25 

Gland Packing Pure Graphite 

Cast Iron PN 16 
DN 40 – 300 
 Type / GT 400 



   Products 

Angle Valve Blow Down Valve Safety Valve 

Flanges 



Customers’ Feedback 
 Recognition letter from INSUMAT, Sugar integrated industries company and 

AlWatania Gypsum (AL Raghy) for the excellent quality of our  valves. 



Our Certificates 
ISO9001-2008 
 

Faculty of Engineering Quality certificate  
 



GENERAL INFORMATION  
 Location : 

 Factory:  1stIndustrial Zone – Kom Oshim – Fayoum ( 52km from Remaya Square – 
Pyramids area – Giza)  

 Office Address : 125 Talal Saadallah Street, Nasr El Din, Giza 

 Brand Name : MAV, Type of Equipment: MAW – Germany 

 CEO: Eng. Adel Howaidy 

 Production Manager: Shady Adel 

 Land Area: 2000 m2, Built-up Area  : 2340 m2 ( in two stories) 

 Contact details 

 Office Tel. +202 35718219   

 Mobile. +201005116600 / +201222132347 / +201113911199 / +201001794144 

 Factory Tel. Fax. +2084 6210277/88 

 Web Site : www.mavegypt.net 

 e-mail Address : info@mavegypt.net 

 



We  
Guarantee  

our  
Products 


